
Blanket & Roller Wash N-400: Low VOC Series

Product 
Number Description SF/ Web

Manual/ 
Auto

Drying 
Speed

Odor/ 
Fragrance Strength

Flammable
/Combusti
ble

Flash 
Point 
ºF/Tcc VOC

Vapor 
Pressur
e 

N-401 W A Slow Mild Solvent 2 C 165 2.2 0.2

N-4014 S/W M/A Medium Solvent 2 C 125 0.8 N/A

N-4050 S/W M/A Medium Mild Solvent 2 C 160 0.8 0.04

N-4065 S/W M/A Medium Citrus Solvent 2 C 125 0.8 0.01

N-410 W A Medium Mild 2 C 165 2.2 0.2

N-415 W A Very Slow Mild 2 C 165 3.8 2.1

N-442 S M Slow Strong Solvent 2 F 20 0.81 0.01

N-444 S M Slow Mild Solvent 2 C 145 3.5 0.5

N-472 Rinse-
Away

S/W M Slow Mild/None 0 No >200 0.75 0.02

Strength: 1=Mild; 2=Medium; 3=Strong C=Combustible; F=Flammable

SCAQMD Rule 1171 compliant wash for UV and hybrid inks, low VOC 
and exempt solvent components, is compatible with UV hybrid roller, 
not recommended for EPDM, for use on sheet-fed presses.
Low VOC of 3.5 lbs./gal., stabilized water/solvent emulsion cleaner for 
sheet-fed and cold-set web presses, dries with no oily residue, user-
friendly fluid formula.
Step 2 roller rinse for the Nova N-471 SoCal 1171 Wash, SCAQMD Rule 
1171 compliant, provides an improved rinse of the low VOC material 
used in the Nova N-471 from ink rollers, improves roller cleanup and 
reduces wash time.

Rule 1171 Conventional and UV Wash, exceptional cleaning, drying 
for use on sheet-fed & web presses.
Low VOC of 2.2 lbs./gal. for Elettra and Baldwin auto-wash systems, 
recommended for multiple web width users, suitable for use on web 
& sheet-fed systems.
Medium VOC of 3.8 lbs./gal. for automatic blanket washers and web 
presses, reduced cost alternative to Nova N-410, qualified for use as a 
“kicker” solvent for the Baldwin Impact Flex.

Low VOC automatic wash qualified for use on Elettra auto-wash 
systems.
Ultra-low VOC press wash, recommended product for roller wash on 
sheet-fed and web presses without catalytic converters, can be used 
in automatic wash systems, SCAQMD Rule 1171 compliant.
Moderate drying, Rule 1171 compliant wash for use on UV ink, 
recommended for hand wash and automatic wash application for 
sheet-fed and web presses, compatible with EPDM and composite 
rubber compounds, universal and can be used for all offset blanket 
and roller wash applications.

30% VOC by EPA Method 24. Designed for automatic blanket and roller wash systems. Choose from Oxy-
Dry, Goss, Elettra, or Baldwin.


